



STEPS:

1. Connect calibration configuration as shown above.

2. Power on EL1132 and power supply.

3. Set power supply for 5Vdc/60Adc operation.

4. Turn on input to EL1132.

Note:
OCP must be disabled prior to beginning calibration.

CURRENT CALIBRATION:

1. Press “ENTER”, “1”,  “6” keys simultaneously to begin calibration.

                           LCD DISPLAY

2. Scroll to CC Low Range by using         key.

                LCD DISPLAY


3. Press “ENTER”.

              LCD DISPLAY


4. Enter measured value(amps) from current meter into the EL1132.

5. Press “ENTER”

 LCD DISPLAY


6. Enter measured value(amps) from current meter into EL1132.

7. Press “ENTER”.

8. Scroll to CC Hi Range by using         key.

LCD DISPLAY


9. Press “ENTER”.

LCD DISPLAY


10. Enter measured value(amps) from current meter into EL1132.

11. Press “ENTER”.

LCD DISPLAY

12. Enter measured value(amps) from current meter into EL1132.

13. Press “ENTER”.

14. Press “CLEAR”.

15. CALIBRATION COMPLETE.

VOLTAGE CALIBRATION: Set power supply for 60vdc/5Adc

16. Press “ENTER”, “1”,  “6” keys simultaneously to begin calibration.

                           LCD DISPLAY

17. Press “ENTER”.

              LCD DISPLAY


18. Enter measured value(volts) from voltage meter into the EL1132.

19. Press “ENTER”

 LCD DISPLAY


20. Enter measured value(volts) from voltage meter into EL1132.

21. Press “ENTER”. 

22. VOLTAGE CALIBRATION COMPLETE.

RESISTANCE CALIBRATION: 

23. Press “ENTER”, “1”,  “6” keys simultaneously to begin calibration.

                           LCD DISPLAY

24. Scroll to CR Low Range by using         key. Set power supply for 5Vdc/60Adc.
                LCD DISPLAY


25. Press “ENTER”.

              LCD DISPLAY


26. Enter measured value(volts) from voltage meter into the EL1132.

27. Press “ENTER”

 LCD DISPLAY


28. Enter measured value(amps) from current meter into EL1132.

29. Press “ENTER”.

LCD DISPLAY


              Enter measured value (volts) from voltage meter into the EL1132.

30. Press  “ENTER”.

LCD DISPLAY


31. Enter measured value (amps) from current meter into EL1132.

32. Press  “ENTER”.

33. CR Low Range complete.

34. Scroll to CR MID Range by using         key. Set power supply to 60Vdc/5Adc.

                                         LCD DISPLAY


LCD DISPLAY

35. Press “ENTER”.

                           LCD DISPLAY

36. Enter measured value (current) from current meter into the EL1132.

37. Press “ENTER”

              LCD DISPLAY


38. Enter measured value(volts) from voltage meter into the EL1132.

39. Press “ENTER”

 LCD DISPLAY


40. Enter measured value(current) from current meter into EL1132.

41. Press “ENTER”. 

                                         LCD DISPLAY


LCD DISPLAY

42.         Enter measured value(volts) from voltage meter into the EL1132.

43.         Press “ENTER”.

44.         Scroll to CR Hi Range by using         key. Set power supply for 60Vdc/5Adc.
                           LCD DISPLAY

45.
Press “ENTER”.

              LCD DISPLAY


46. Enter measured value(current) from current meter into the EL1132.78

47. Press “ENTER”

 LCD DISPLAY


48. Enter measured value(voltage) from current meter into EL1132.

49. Press “ENTER”. 

              LCD DISPLAY


50. Enter measured value(current) from current meter into the EL1132.

51. Press “ENTER”

 LCD DISPLAY


52. Enter measured value(voltage) from current meter into EL1132.

53. Press “ENTER”. 

54. CALIBRATION COMPLETE.

EL1132
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EL1132 (60-30-150) CALIBRATION PROCEDURE
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CALIBRATION
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